STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

ol Notes:
£k All cast iron parts shall be gray iron conforming to the
requirements of AASHTO M 105, Class 35B.
Q q ~ Bolts, anchor studs, washers and nuts shall conform to the

requirements of ASTM A 307 and shall be galv
fo AASHTO M 232.

anized according

Downspouts located on the exterior side of g painted stesl
fa beam shall inted with the finish coat specified for
the exterior side of the fascia beam.
| e As an alternate, bolts, anchor studs, washers and nuls may be
iy . . - PR
_ @il I - . stainless steel according to Article 1006.29(d) of the Standard
A N/ /’U ) A = 10" 0.. Specifications. ‘
é_ B h / _é Structural steel weldments of equal sections and of the same
= e} TTIT [ T L I 1 =

2' 6" 1D. 2"

configuration may be substituted for the cast iron &
frame. Fillel or full penefration welds shall be used
5° Draft weldments.  Details shall be submitted to the £ngi
approval.  Structural steel weldments shall not be substituted
for the cost iron scupper grate. Siructural steel frames and
downspouts shall be galvanized according fo AASHTO MilL.

Ihe Contractor shall take appropriate measures to assure that
Profective Coal /s nol applied to the scupper.

Cost of the Grate, Frame, Downspout, Anchor Studs, Bolfs,
ding complete installation of the scupper

Drill and tap
for 5" ¢ Anchor
8 locations
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Drill _and tap scupper for 4

[1
L' ¢ stainless steel hexagon
head bolts with lock washers B
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8- 9" 9 holes on an /@\
8% ¢ boit circle \
PLAN

. DS 12,

Alternate fiberglass ASTM D 2956
with a short-fime rupi ength  hoo, e siress of
30,000 psi min. may be used in lieu of the cast iron or steel

equivalent.
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SECTION A-A SECTION B-B BILL OF MATERIAL
See sheef I7 of 49 for scupper location relative to paraper. . . ) [ ITEM [ ONIT JQUANTiTY]
o . ’ Drifl_and fap & holes for | Drainage Scupper, DS-12 | Fach | 5
L~ 13 bolts on an 87" ¢ =
boll circle. (2 blind holes
Scupper Schedule are 1" deep, 6 thru holes)
T Location VIEW C-C DRAINAGE SCUPPER, DS-12
| 5 - MR/ MAJ ) —_—
DESIGNED - MJB3/ Sta. 123343000, Lt STRUCTURE NO. 058-0014
CHECKED JFS Sta. 1233+31.00, Rt - _ —
DRAWN - WSJ/MLE Sta, 123746150, L1, O SHEET NoO. 48 | RTE. .
, Sta. 1238+66.50, L. ot T 1 710 (50Z-VBJBR MACON 79 74
CHECKED - #J5 [ momemmesreae | 49 SHEETS CONTRACT NO. 74215
DS-12 10-1-08 i e e 2z : .
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